Odberatel’

Dodavatel:

—

k””””""

Dodatok €. 1 k ZMLUVE O DODANI TOVARU

zo dna 21.5.2019

Obec Frickovce

Frickovce 103

086 40 Hertnik

V zastlipeni: Ing. Matej Straka
ICO: 00321958

DIC: 2020623022

Bankové spojenie: SK04 0200 0000 0000 0602 8522
/ dalej len "odberatel"/

WI-NET s.r.o.

Hlavna 8/18

086 41 Raslavice

V zastlpeni: Eva Bartossikova, Ing. Miroslav Goliag
ICO: 47146192

DIC: 2023765656

IC DPH: SK2023765656

IBAN: SK54 0900 0000 0050 4230 8030

/ dalej len "dodavatel"/

Cl. 1 Predmet dodatku

Zmluvné strany sa na zaklade vzajomnej dohody rozhodli uzatvorit tento dodatok k zmluve o dodani tovaru zo dna
21.5.2019, predmetom ktorého je zmena ods. 3 &l. | a €. VII| pévodnej zmluvy. Dévodom zmeny a podpisania dodatku je
zosuladenie zmluvnych podmienok s podmienkami vyzvy na predkladanie Zziadosti o NFP OPI1-2018/7/1-DOP - "WiFi pre
Teba", v ramci ktorej je projekt realizovany.

2. Povodné znenie ods. 3 €l. | zmluvy:

»4. Podrobna Specifikacia predmetu zmluvy tvori prilohu €. 1 tejto zmluvy.”

sa nahradza novy znenim:

»4. Neoddelitelnou sucastou zmluvy si aj tieto prilohy podrobne opisujuce predmet zmluvy:
Priloha ¢. 1 - Podrobna specifikdcia predmetu zmluvy

Priloha ¢. 2 - Test splnenie technickych parametrov

Priloha ¢. 3 - Podrobny popis pristupovych bodov (AP) s vizbou na finanéné limity
Priloha ¢. 4 - Technické listy doddvanych aktivnych prvkov”




3. Vpovodnom zneni & VIl sa za bod 2 dopliaju body 3 a 4 v nasledujiicom zneni:

3: Doddvatel je povinny strpiet vykon kontroly/auditu/kontroly na mieste sivisiaceho s doddvanym tovarom,
prdcami a sluzbami, kedykolvek poéas platnosti a Géinnosti Zmluvy o poskytnuti NFP, a to opravnenymi osobami na
vykon tejto kontroly/auditu a poskytnut im vietku potrebnii sucinnost;

4. Odberatel'md prdvo bez akychkolvek sankcii odstupit od zmluvy s doddvatelom/zhotovitelom v pripade, kedy este
nedoslo k plneniu zo zmluvy odberatelom a doddvatelom a vysledky kontroly RO neumoZiiujii financovanie vydavkov
vzniknutych z tohto obstardvania.”

4. Pévodne odseky €l. VIl zmluvy sa precislovavaju nasledovne: ods. 3 na 5, ods. 4 na 6 a ods. 5 na 7.

Cl. Il Zavere&né ustanovenia

1. Ostatné ustanovenia zmluvy o dodavke tovaru zo dia 21.5.2019 ostavaju nezmenené.
2. Tento dodatok nadobuda platnost driom podpisania zastupcami oboch zmluvnych stran.

3. Tento dodatok nadobtida Géinnost po skontrolovani a odsthlaseni verejného obstaravania sprostredkovatelskym organom
pre OP Integrovana infrastruktura, pricom o vysledku kontroly bude odberatel dodévatela bezodkladne informovat.

4. Dodatok je vypracovany v 4 vyhotoveniach, 2 ktorych 2 su uréené pre Dodévatela a 2 pre odberatela.



Priloha ¢. 1 Zmluvy o dodavke tovaru zo dia 21.5.2019 uzatvorenej medzi

Odberatelom — obcou Frickovce a dodavatelom — firmou WI — NET s.r.o.

Podrobna sSpecifikacia predmetu zmluvy

Predmetom zmluvy je vybudovanie bezplatného WiFi pripojenia pre obcanov aj navitevnikov obce prostrednictvom bezdrotovych
pristupovych bodov na verejnych priestranstvach. V &ase uzatvorenia zmluvy sa na verejnych priestranstvach nenachadza WiFi
pripojenie, ktoré by zasahovalo viac ako 30% do pokrytia vybudovaného bezdrétoveého pristupového bodu. K pokrytiu verejnych
priestranstiev WiFi pripojenim bude dodanie tovarov — 8§ externych pristupovych bodov a2 internych pristupovych bodov
zahritujucich potrebné nevyhnutné prislusenstvo s instalaciou a montazou WiFi siete. Vybudovana WiFi siet” bude pouzivat’
oznadenie siete (SSID) WiFi pre Teba a poskytovat' internetovi konektivitu s minimalnou rychlostou stahovania 30 Mbps
bezplatne vietkym ob¢anom a navstevnikom obce. Pristupové body budi umiestnené na nizsie uvedenych verejnych
priestranstvach:

1.

10.

CENTRUM OBCE, HLAVNA ULICA - 1 ks vonkajsi pristupovy bod — pokrytie v parku v strede
obce, umiestnenie pristupového bodu na vonkajSom 6 m zinkovanom stipe v parku v strede obce,
napajanie prostrednictvom hybridného kablu z budovy OcU, parcela CKN 564/1, k.. Frickovee, vo
vlastnictve obce Frickovce.

PRI OBECNOM URADE A MATERSKEJ SKOLE - | ks vonkajsi pristupovy bod - priestor okolo
budovy obecného tradu a materskej $koly, pristupovy bod navrhujeme umiestnit’ na budovu obecného
tradu v &o najblizsej vzdialenosti k materskej $kole, napajanie z budovy OcU, budova na parcele CKN
351, k.i. Frickovee, vo vlastnictve obce Frickovee.

AUTOBUSOVA ZASTAVKA A PARK PRI KOSTOLE - | ks vonkajsi pristupovy bod - pokrytie
priestranstva parku pri kostole a autobusovej zastavky, AP navrhujeme umiestnit' na stlp, na ktorom sa
nachadza obecny kamerovy systém, napdjanie z existujiiceho pripojenia kamerového systému, parcela
EKN 387/102, k.u. Fri¢kovce, vo vlastnictve obce Frickovce.

AREAL FUTBALOVEHO IHRISKA - | ks vonkajsi pristupovy bod — pokrytie arealu okolo ihriska
Vonkaji AP umiestnit’ na 3atiu obecného ihriska, aby sme pokryli ¢im vicSiu plochu okolo satne,
napajanie z budovy 3atni, budova na parcele CKN 573/2, k.(. Frickovce, vo vlastnictve obce
Frickovce.

PRI HASICSKEJ ZBROJNICI - | ks vonkajsi pristupovy bod - navrhuje sa pokrytie verejného
priestranstva v okoli hasiéskej zbrojnice, vonkajsi pristupovy bod navrhujeme umiestnit' na budovu
hasi¢skej zbrojnice, napajanie z budovy hasi&skej zbrojnice, budova na parcele CKN 352/3, k.u.
Frickovce, vo vlastnictve obce Frickovee.

PRI ZAKLADNEJ SKOLE - 1 ks vonkajsi pristupovy bod — pokrytie verejného priestranstva v okoli
zékladnej 3koly, vonkajsi pristupovy bod navrhujeme umiestnit’ na pozinkovany stlp s dlzkou 6 m,
napdjanie prostrednictvom hybridného kablu z budovy Z8, parcela CKN 567, k.u. Fri¢kovee, vo
vlastnictve obce Frickovce.

HORNY KONIEC OBCE (stret Hlavnej a Cergovslej Ulice) - | ks vonkajsi pristupovy bod -
priestor v okoli krizovatky na hornom konci obce, vonkajsi pristupovy bod navrhujeme umiestnit’ na
pozinkovany stip s dizkou 6 m, napéjanie z novozriadenej elektrickej pripojky, parcela CKN 565, k.q.
Frickovce, vo vlastnictve obce Frickovee.

DETSKE IHRISKO - 1 ks vonkajsi pristupovy bod - okolie detského ihriska, vonkajsi pristupovy
bod navrhujeme umiestnit’ na obecny rozhlasovy stip s dizkou 5 m, napajanie z novozriadenej
elektrickej pripojky, parcela CKN 320/2, k.u. Frickovee, vo vlastnictve obce Frickovee.

SATNA NA FUTBALOVOM IHRISKU - 1 ks vnitorny pristupovy bod — pokrytie budovy pri
obecnom ihrisku, Pristupovy bod sa bude nachadzat’ v budove 3atne, napajanie z budovy atni, budova
na parcele CKN 573/2, k.u. Frikovee, vo vlastnictve obce Frickovee.

HASICSKA ZBROJNICA -1 ks vnitorny pristupovy bod — pokrytie budovy hasi¢skej zbrojnice.
Pristupovy bod sa bude nachadzat’ v budove hasiéskej zbrojnice, budova na parcele CKN 352/3. k.i.
Fri¢kovce, vo vlastnictve obce Frickovee.

Sugast'ou tejto prilohy je mapa obee s orientaénym umiestnenim pristupovych bodov.




Pristupové body, ktoré budd umiestnené na uvedenych verejnych priestranstvach musia spliat’ minimalne nasledujuce
technické parametre:

1. Kompaktné dvojpasmové WiFi zariadenia (2,4GHz - 5 GHz), ktoré st certifikované pre eurdpsky trh,
2. Zivotny cyklus pouzitych produktov vyssi ako 3 rokov,

3. Stredné doba medzi poruchami (MTBF) minimalne 5 rokov,

4. Moznost' centralneho manazmentu pre riadenie, monitoring a konfiguréciu siete (single point of management),
5. Sulad s ,,802.11ac Wave I, Institute of Electrical and Electronics Engineers” (IEEE) $tandardom,

6. Podpora 802.1x IEEE Standardu,

7. Podpora 802.11r [EEE $tandardu,

8. Podpora 802.11k IEEE Standardu,

9. Podpora 802.11v |EEE 3$tandardu,

10. Schopnost’ AP obsluhovat’ naraz aspoi 50 roznych uzivatelov bez znizenia kvality sluzby,

11. Minimélne 2x2 MIMO (multiple-input-multiple-output),

12. Salad s Hotspot 2.0 (Passpoint WiFi Alliance certification program).

Sumar aktivit a vvstupov

sutastou dodavky bude aj projektova dokumenticia, ktord bude obsahovat sietové zapojenie aktivnych prvkov siete s P
adresnym planom, simuldciu pokrytia priestoru, meranie skutoéného pokrytia, technické listy aktivnych prvkov, funkény popis
a vyobrazenie obsahu hotspot portalu s umiestnenym logom (logo je st€astou vyzvy €. OPI1-2018/7/1-DOP, &ast ,Iné dokumenty
wyzvy“ €. 7).




PRICOHA £.2

TSTP slizi pre ziadatela ako podklad pre $pecifikaciu rieSenia splfajicu minimalne technické parametre pozadovanych vyzvou.

Technické parametre rieéenia si navrhnuté v sulade so schvalenou Stidiou uskutoénitelnosti
hitps://metais finance.qov sk/studialdetail/Bca5di2d-700e-47ce-a1b0-4cbf3334b4532tab=documents a musia spifiaf poziadavky Robustného,
Spolahlivého a Bezpeéného produkty, ktory poskytne ob&anom bezplatny pristup na internet prostrednictvom Wifi pripojenia.

1 Robustny: definuje minimélne technicke parametre Pristupového bodu (Access pointu), resp. ostatného HW vybavenia,
2 Spofahlivy: definuje minimaine podmienky pre poskytnutie kvalitného internetoveho pripojenia,
3 Bezpeény definuje minimalne podmienky pre siefovl a fyzickl bezpecnost.

Upozornenie: vysledky tohto testu slizia vylutne pre potreby Ziadatefa a nie su zarukou vysledku v procese schvalovania Ziadosti o NFP.

'Kompakiné dvojpasmove WiFi zanadenia (2,4GHz - 5 GHz), ktoré su certifikované
|pre suropsky th?
F 2 | Zivotny cyklus pouZitych produktov vy§8i aka 5 rokov?

3 'Stredna doba medzi poruchami (MTBF) minimaine 5 rokov?

Moznost centralneho manazmentu pre riadenie, monitoring a konfiguraciu siete
(single point of management)?

Sulad s 802 11ac Wave |, Institute of Electrical and Electronics Engineers (IEEE)
&tandardom?

Podpora 802, 1x IEEE Standardu?

! Podpora 802.11r IEEE Standardu?

8 Podpora B02.11k IEEE $tandardu?

B |Podpora 802.11v IEEE Standardu?

| , [Schopnost AP obsluhovat naraz aspof 50 roznych uzivatelov bez zni2enia kvality
|sluZby?

"1 [Minimalne 2x2 MIMO (multiple-input-multiple-output)?

12 Silad s Hotspot 2.0 (Passpoint WiFi Alliance certification program)?

HHERHHEOERERHHE

lsucasl'ou dodavky bude: projektova dokumentacia ktora bude obsahovat siefove
9 |zapojenie aktivnych prvkov siete s P adresnym plénom, Simulaciu pokrytia
© | prestoru, Meranie skuto&néno pokrytia,technicke fisty aktivnych prvko, funkény
| popis a vyobrazenie obsahu hotspot portalu § umiestnenym logom?

g

Vsetky otazky st zodpovedané

Minimélne technické podmienky st zadefinovane.




Priloha ¢, 3 Zmluvy o dodévke tovary 20 dia 21.5.2019 uzatvorenej medzi Odberatefom — obcou Frickovce a dodavatelom - firmoy Wi -
NET s.r.0.

Po ¥ Popis pristupovych bodov (AP) s vazbou na finanéné limity

Pristupovy bod (AP) 1 RUM C | (novysita =a) o
vteo:ynﬂdadovépolodkydanenoAPA ktoré sy
na fakture

(nevypita sa)

UDqui UAP-AC-M_UniF] AP AC-Mesh, 802 1 1AC
aoenOutdoor Access Point 24V/802 3af PoE. aodavka ks 1 580
[rritane montaze

matanal Krabica 1P85 S-80X 718, Etemetovy kabel| . 3 .
T 55 FTP. Truka ohybna FX 15, podla potreby e ! Iy 420 Dol

manazment - Ubiquiti UC-CK, UniFi Controller,
¥ey 2 Ubiquiti USG, UniFi Security Gateway EU - subar 1 70 B4 (evypita 12
Zast ceny (1/10) - dodavika vratane konfigurdcie

whvmmaawm RA P ' ."

My'ﬂdmvépolo!kydenéﬂoAP, kioré sg
NS fakiure

S0 UAP-AC-M. UniFi AP AC-Mesh, 802 11AC

oo Outdoor Access Point, 24V/802 3af PoE. dodévka ks 1 580 595
writans montads

L nevynins sa

1500,

(nevypine s5)

inevypiia sa)

matenal Krabica P85 S-80X 716, Etemetovy kabel| . il
T S FTP. Trubka ohybna FX 15 podta poireby oo i TR 20 iaa

manazment - Ubiquiti UC-CK, UniFi Controflar.
Keya Ul.wqum USG, UniFi Secunty Gataway, EU - sabor 1 70| 84
&ast Ceny (1/10) - dodavka vrétane konfiguracie

(nevypia sa)

pristupovy bod (AF) £.3° p— | 220
AVKA A PARK PRI KOSTOLE L2 i £
V:w:ﬂﬂwé poloZky daného AP, ktoré si (vwvyphta sa
UBgut UAP-AC-M UniFi AP AC-Mesh, 802 11AC
W Access Point, 24V/B02 3af PoE, dodavks ks 1 580 6985

(evycie sa)

Mentazay matendl Krabica PSS S-BOX 716, Etemetovy kapei]
[CAT SE FTP. Trubka ohybna FX 15, podra poreby e 1 366,67 440 (hevypite sa)

Key a Ubiquiti USG, UniFi Security Gateway, EU - subor 1 70 84
¥ £ast' ceny (1110 - dodavka vratane konfiguracie

(hevypine sa)

|Cantrding manazment - Ubiquiti UC-CK. UniFi Controlier
(Cloud

Pristupovy bod (AP) €. 4¢ . nevypita sa) ' mn, 1ME1

—
véetky nakiadové PpolaZky daného AP, kioré sg
na faktire (revypine sa;

UAP-AC-M, UniFi AP AC-Mesh, 802 11AC
‘ Outdoor Access Point 24V/B02 3af PoE. dodavka ks 1 580
ratane montaze

material Krabica IPS5 S-BOX 716, Etemetovy kabel| .
T SE FTP. Trubka onybna FX 15, podfa patreby e 1 s = iatiaie.

manazment - Ubiquiti UC-CK UniFi Controller,

sy 3 Ubiquiti USG, UniFi Security Gateway, EU - subor 1 70 84, (nevypits 52
£ast ceny (1/10) - dodavka vratane konfiguricie

598 (mevyina sal

v:&y r)a‘klaoové poloZky daného AP, ktore su p L

UAP-AC-M, UniFi AP AC-Mesh 802 11AC
Access Point, 24V/802, 3af PoE, dodavka ks 1 580 696

(rovypina sa

montaze

material Krabica IPS5 S-BOX 718 Etamnetovy kabel| ;
BAT == FTP Trubka ohybna FX 15, podra potreby stibor 1 231,67, 278 (nevypiha 53,

ety manasmen - Ubiquiti UC-CK, UniFi Controller
P Key 2 Ubiquit USG, UniFi Security Gateway, £ - sabor 1 70 84
t‘m Last ceny (1/10) - dogéavka vratane konfiguracie

Emmmaumm ol l ma' 1500,
< V‘eﬂtyﬂik‘adovﬁmkydaﬂﬂwl\p ktore 54

#cené na fakiire oo
B UAPACM, UniFi AP AC-Mesh, B02 11AC
§EeecOutdoor Access Paint. 24V/802 3af Pok. dodavka ks 1 580 695
Bane montaze

e —

Ertainy matenal Krabica IP85 5.BOX 716, Etemetovy kébel| . .
&7 SE FIP. Trubks ohyona FX 15, podfa potreby fitior 1 301567 362 (evyoita o)

w3y manaiment - Ubiquiti UC-CK, UniFi Controiler,
B Key a Ubiquiti USG, uniFi Secunty Gateway, EU - sUubor 1 70 84,
Last ceny (1/10) - dodavka vratane konfigurdcie

(Nevypiia za)

(revypie sa)

nevynidg sa)




an-nywmmme.v:mvmm

insuyping sa)

1500,00|

ozpisar vietky nakladove poloZky daného AP, ktoré su
Uvedena na faktore

(nevynins sal

Uiquiti UAP-AC-M. UniFi AP AC-Mesh, 802 11AC
inoorOutdoor Access Point. 24V/802. 3af PoE. dodavka
|vri#tane montaze

KS

580

696

nevyptie sa

Nontalng material Krabica P85S S-BOX 718 Etarnetovy kabel
CAT 5E FTP. Trubka onhybna FX 15, podia potraby

supor

40167,

482

(nevysine 53

[Centriny manazment - Ubiquiti UC-CK. UniFi Controller
Cloud Key a Ubiquitl USG. UniFi Secunty Gateway, EU -
Suns dast cany (1/10) - dodavka vratane konfiguracie

subor

(hevyoite ss)

bod c.8: E IHRISKO

1 500,00]

TozDisat vietky nakladove polozky daného AP, kioré su
uvaoens na faktlre

(revypita sa

UDoull UAP-AC-M. UniFi AP AC-Mesh, 802 11AC
nSoorfOutdoor Access Point, 24V/802 3af PoE, dodavka
wratane montaze

ks

novypia za

¥ material Krabica PSS S-BOX 716, Etametovy kabel
CAT 5 FTP. Trubka ohybna FX 15, podra potreby

subor

266,67

320

(Patvypins 53

Canirdiny manasment - Ubiquiti UC-CK. UniF) Controller
Coud ey a Ubiquiti USG. UniFi Security Gateway, EU -
E#Sna cast ceny (1/10) - dodavka vratane kanfiguracie

subor

70

nevypite sa

l

000,00

Emm (AP)E. 1: SATNA NA
&t vietky nakladové polozky danéno AP, ktore g

uvedens na fakture

(mevypiie s3)

LUDauitt UAP-AC-LR_ UniFi AP-AC Long Range,
2 4GHZISGHZ, 80211 albginiac. 1xGbE. Passive
FOS4VB02 3af PoE, dodavka vrétane montaze

ks

360

432

nevypils sa)

Monia2ny matenidl Krabica IPSS S-BOX 718, Eternetovy kabel
CAT 5E FTP. Trubka ohybna FX 15, podfa potreby

subor

85,83

103

nevypifa sa

Centrainy manazment - Ubiguiti UC-CK. UniFi Controller
[Coud Key a Ubiquiti USG. UniFi Security Gateway, EU -
[Prisidna Sast cany (1/10) - dodavka vratane konfiguracie

subor

70

nevwwpins sa.

Pristupovy bod (AP) &. 2: HASICSKA ZBROJNICA

z

1 000,00,

rozpisat viatky nakladove poloZky daného AP, kioré su
uvedend na fakture

(movyria sa)

Ubiquiti UAP-AC-LR, UniFi AP.AC Long Range,
2 4GHI5GHzZ, 802 11 alg/niac, 1xGbE. Passive
POEAV/B02 3af PoE. dodévka vrétane montézs

ks

380

432

nevypie s

Montazny material Krabica IP65 S-BOX 718, Eternetovy kabel
ICAT 5E FTP. Trubka ohybna FX 15, podla potreby

subor

8583

103

nevyoia 53

[Canirainy manaZment - Ubiquiti UC-CK. UniFi Controfier
[Coud Kay a Ubiquit USG, UniFi Security Gateway, EU -

subor

70,

Pevyoiiy sa

£asf ceny (1/10) - dodévka vratane konfigurdcie

10200




Peicoth &4

NETWORKS DECLARATION OF CONFORMITY

() usiaurm

Ubiquiti Networks, Inc.

685 Third Avenue, 27th Floor
New York, NY 10017

JSA

Hereby declares under our sole responsibility that the UniFi ACMesh AP, model UAP-AC-M, to which this
declaration relates, is in conformance with the provisions of Directives:

Radio - 2014/53/Ey Radio Equipment Directive (RED)

EMC - 2014/30/EU Electromagnetic Compatibility Directive (EMCD)

Safety - 2014/35/EU Low Voltage Directive (LVD)

Hazardous/Waste Materials - 2011/65/Ey Restriction of the Use of Certain Hazardous Substances in
Electrical and Electronic Equipment (RoHS); 201271 9/EU Waste of Electrical and Electronic Equipment
(WEEE); 1907/2006 Registration, Evaluation, Authorization and Restriction of Chemicals (REACH)

Praduct Standards to which Conformity of the Council Directives is declared:

Standards _Deseription e .
EN 55032 Electromagnetic Compatibility of Multimedia Equipment - Emission
201 é—ﬂC:_ZOl3_ Requ_iiements_ =—- s o
EN 55024 Information Technology Equipment - Immunity Characteristics
2010+A1:2015 =, S
EN 3014851 ElectroMagnetic Compatibility (EMC) Standard for Radio Equipment and
V2.1.1(2017-02) Services; Part 1: Common Technical Requirements; Harmonised Standard
Covering the Essential Requirements of Article 3.1(b) of Directive 2014/53/EU
e U ____andthe Essential Reﬂui_refe_nts_ofﬁr_ticl_e * 6 of Directive 2014/30/EU
EN 301489-17 ElectroMagnetic Compatibility (EMC) Standard for Radio Equipment and
V3.1.1 (2017-02) Services; Part 17: Specific Conditions for Broadband Data Transmission Systems;
Harmonised Standard Covering the Essential Requirements of Article 3 1(b) of
Directive 2014/53/Ey
D v i e
EN 300328 Wideband Transmission Systems; Data Transmission Equipment Operating
V2.1.1(2016-11) in the 2,4 GHz ISM Band and Using Wide Band Modulation Techniques;
Harmonised Standard Covering the Essential Requirements of Article 3.2of
r Directive 2014/53/EU B o
EN 301893 5 GHz RLAN; Harmonised Standard Covering the Essential Requirements of
V2 1.1_@01_7-95)_7 ___Article3.2 of [ Directive 2_011/2/@_ S I o
EN 62317 Assessment of Electronic and Electrical Equipment Related to Human Exposure
2008 o Restrictions for Electromagne_ticﬂ@ﬂo Hz - 300_Gl-_lz) -
EN 60950-1 Information Technology Equipment - Safety - Part 1: General Requirements

2006+A11 '2009+A1:2010 EN 60950-1:2006+A1 1:2009+A1 :2010+A12:2011+A2:201 3
TAI220114A22013

CE Marking __Eé

i ™ e W

Mark Feil
Compliance Manager

New York
February 13, 2018




i J UBIQuITI

ETWORK s DECLARATION OF CONFORMITY

Gunrapcku |Bulgarian)

C RacroawoTo UBIQuUITI NETWORKS AeKnapupa, ye To3u Tun PaanocvopbkeHue UAP-AC-Me s CbOTBETCTBUE ¢
Adupextusa 2014/53/EC,

Hrvatski [Croatian]

UBIQUITI NETWORKS ovime izjavijuje da Je radijska oprema tipa UAP-AC-M u skladu s Direktivom 2014/53/F(.

Cedtina [Czech]
Timto UBIQUITI NET' WORKS prohlasuje, ze typ radiového zafizen( UAP-AC-M je v souladu se smérnici 2014/53/Ey,

Dansk [Danish]
Aermed erklzerer UBIQUIT] NETWORKS, at radioudstyrstypen UAP-AC-M er i overensstemmelse med direktiy
2014/53/EU

Nederlands [Dutch]

Hierbij verklaar ik, UBIQUITI NETWORKS, dat het type radioapparatuur UAP-AC-M conform is met Richtlijn
2014/53/EU

English

Hereby, UBIQUITI NETWORKS declares that the radio €quipment type UAP-AC-M is in compliance with Directive
2014/53/EU.

Eesti keel [Estonian]

Kaesolevaga deklareerib UBIQUIT) NETWORKS, et kiesoley raadloseadme tUlip UAP-AC-M vastab direktiivi
2014/53/EL nbuetele.

Suomi [Finnish)

UBIQUITINETWORKS vakuuttaa, etts radiolaitetyyppi UAP-AC-M on direktiivin 2014/53/Ey mukainen.

Francais [French)

L€ soussigné, UBIQUITI NET WORKS, déclare que l'equipement radioélectrique du type UAP-AC-M est conforme &
Ia directive 2014/53/UE.

Deutsch [German]

Hlermit erklart UBIQUIT) NETWORKS, dass der Funkanlagentyp UAP-AC-M der Richtlinie 2014/53/EU entspricht.

EAnvika [Greek]

Ms mv napouoa o/n UBIQUITI NET WORKS, 8nAdvel 611 o padiosgonhiapac UAP-AC-M mAnpoi tv odnyia
2014/53/E

Magyar [Hungarian]

UBIOUITI NETWORKS Igazolja, hogy a UAP-AC-M tipusii radidberendezés megfelel a 2014/53/Ey iranyelvnek.

Islenska {lcelandic]
Her med lysir UBIQuUIT NETWORKS yfir pvi ad UAP-AC-M er samrami vid tilskipun 20714/53/ESB.

ftaliano [italian]
Il fabbricante, UBIQUIT] NETWORKS, dichiara cheil tipo di apparecchiatura radio UAP-AC-M & conforme alla




UBIQUITI

NETWORGK S DECLARATION OF CONFORMITY

Latviesu valoda [Latvian]

Ar£0 UBIQUITI NETWORKS deklarg, ka radioiekarta UAP-AC-M atbilst Direktivai 2014/53/ES,

Listuviy kalba [Lithuanian)

AS, UBIQUITI NETWORKS, patvirtinu, kad radijo irenginiy tipas UAP-AC-M atitinka Direktyva 2014/53/ES.
Malti [Maltese]

Sdan, UBIQUITI NETWORKS, niddikjara li dan it-tip ta'taghmir tar-radju UAP-AC-M huwa konformi mad-Direttiva
2014/53/UE.

Norsk [Norwegian)
UBIOUITI NETWORKS erklzerer herved at utstyret UAP-AC-M er i samsvar med direktiv 201 4/53/EU.
Polski [Polish]

uBlQUIM NETWORKS niniejszym oswiadcza, ze typ urzadzenia radiowego UAP-AC-M jestzgodny z dyrektywa
2014/53/UE,

Portugués [Portuguese]

Ofa) abaixo assinado(a) UBIQUIT) NETWORKS declara que o presente tipo de equipamento de radio UAP-AC-M
#sta em conformidade com a Diretiva 2014/53/UE.

Romana [Romanian)

Prin prezenta, UBIQUITI NETWORKS declari ca tipul de echipamente radio UAP-AC-M este in conformitate cu
Directiva 2014/53/UE.

Slovencina [Slovak]

UBICUITI NETWORKS tymto vyhlasuje, ze radiové zariadenie typu UAP-AC-M je vsilade so smernicou
2014/53/E0).

Sloveniéina [Slovenian]
UBIQUITI NETWORKS Potrjuje, da je tip radijske opreme UAP-AC-M skladen z Direktivo 2014/53/EU.
Espanol [Spanish]

Por la presente, UBIQUIT] NETWORKS declara que el tipo de equipo radioceléctrico UAP-AC-M es conforme con |a
Directiva 2014/53/UE.

Svenska [Swedish]

Harmed forsakrar UBIQUITI NETWORKS att denna typ av radioutrustning UAP-AC-M Overensstammer med
‘direktiv 2014/53/EU.
Accessories:
2 ¥ u
ubnt. roducts/#accessories
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BERRAL AP with Plug & Play

. AP-A 1, UAP-AC-M-PRO
‘ v Area Wi-Fi with Unif
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UniFi
Scalable Enterprise Wi-Fi Management

UniFi® is the revolutionary Wi-Fi system that combines
enterprise performance, unlimited scalability, and a
central management controller. The UniFi AC Mesh APs
fave a refined industrial design and can be easily installed
using the Included mounting hardware.

£asily accessible through any standard web browszr and
the UniFi mobile app (i0S or Android), the UniFi Controller
software is a powerful software engine ideal for high-
density client deployments requiring low latency and
Righ uptime performance.

Use the UniFi Controller software to quickly configure
and administer an enterprise Wi-Fi network - no special
aining required. RF map and performance features,
real-time status, automatic UAP device detection, and
advancad security options are all seamlessly integrated.

Extend Your Coverage

Features

Save Money and Save Time UniFi comes bundled with a
non-dedicated software controller that can be deployed
on an on-site PC, Mac, or Linux machine; in a private
cloud; or using a public cloud service. You also have the
option of using the UniFi Cloud Key with built-in software.

Powerful Hardware The UniFi AC Mesh APs feature Wi-Fi
B02.11AC with Plug & Play Mesh technology.

Intuitive UniFi Controller Software Configure and
fnanage your APs with the easy-to-learn user interface.

Expandable Uniimited scalability: bulld wireless
networks as big or small as needed. Start with one and
@xpand to thousands while maintaining a single unified
management system,

With the UniFi Controller software running in a NOC or in the cloud, administrators can manage multiple sites: multiple
distnbuted deployments and multi-tenancy for managed service providers. Below are some deployment examples.

University/Industrial Campus

Internet Cafe

Corporate Buildings




UniFi Controller
Packed with Features

5 the UniFi Controller to provision thousands
@ UniFi APs, map out networks, quickly manage
System traffic. and provision additional UniFi APs.

Breakthrough RF Map

L5 the RF map to monitor and analyze
S50 frequencies for optimal AP placement,
sanfiguration, and troubleshooting.

Powerful RF Performance Features

Savanced RF performance and configuration
s=atures include spectral analysis, airtime fairness,
=nd band steering.

Detailed Analytics

Use the configurable reporting and analytics to
anage large user populations and expedite
Woubleshooting.

Wireless Uplink

Wireless Uplink functionality enables wireless
SSenectivity between APs for extended range. One
“wir=d UniFi AP uplink supports up to four wireless
SSwslinks on a single operating band, allowing
Wesless adoption of devices in their default state
ana resl-time changes to network topology.

#or devices that support Plug & Play Mesh, this
stonality is extended to allow muilti-hop
=53 uplink - so wirelessly uplinked APs can
20t uplink to other wirelessly uplinked APs.

=5t Portal/Hotspot Support

¥ - stomization options for Guest Portals
authentication, Hotspot setup, and the
W 19 use your own external portal server. Use
"% rate limiting for your Guest Portal/Hotspot
EWSge offerings. Apply different bandwidth rates
sad/upload), limit total data usage, and
on of use,

485 include Hotspot functionality:

support for billing integration using
Credit cards.
% support for voucher-based
ation.
Hotspot Manager for voucher creation,
enagement, and payment refunds.

ssamization and branding of Hotspot
B=ges.

>ite Management

SSud-based UniFi Controller can manage
“5=s multiple, distributed deployments
i for managed service providers.

% logically separated and has its own
W% maps, statistics, guest portal, and
ite and read-only accounts,

Groups

a'e configurations of large
= Create multiple WLAN groups and
15 an AP’s radio,

\ W1 b b g\ L
() . ) (=) } |
\-/) ,/' ‘\.)' H ’
T ——————— e |
Dashboard

L iFi provides a visual representation of your network’s status
&d delivers basic information about each network segment.

VIR T
—

by T

*Latistics
LI iFi visualizes network traffic in clear and easy-to-read graphs.

UniFi Mobile App

Manage your UniFi devices from your smartphone or tablet.




Model Comparison

Environment
Simultaneous Dual-Band
2.4 GHz Radio Rate

2.4 GHz MIMO

5 GHz Radio Rate |

5 GHz MIMO

Secondary Ethernet Port
PoE Mode

Wall Mount
Pole Mount

Fast Mount

UAP-AC-M

Indoor/Outdoar

o
300 Mbps
252
867 Mbps
252

24V Passive PoE
302.3af Pok;
Altermative s |

W
v

o)\

UAP-AC-M-PRO
Outdoor
450 Mbps
3%x3
1300 Mbps
3x3

802.35f Pok

Use Cases

Mesh Multi-Hop A large outdoor area, such
as a park with minimal infrastructure, can take
advantage of a mesh network comprised of the
UniFi AC Mesh models.

Omnidirectional Coverage, Indoors or
Outdoors The UAP-AC-M includes adjustable
dual-band omni antennas.

You have the option to use a 5 GHz omni
antenna’ for spot-beam coverage in high-density
locations with numerous APs and clients, like 2
conference hall or event center,

Directional Coverage, Outdoors The UAP-AC-M
Is versatile.

You have the option to use a 5 GHz sector
antenna“ (wide beam in the azimuth plane and
narrow In the elevation plane) for broad outdcor
coverage.

Maximum Coverage, Outdoors The
UAP-AC-M-PRO is ideal for applications requiring
3x3 MIMO data rates for close-in omni coverage.

Temporary Installations Deploy the UniFi AC
Mesh models for outdoor installations requiring
quick setup and takedown, such as a street fair,
music festival, or concert venue.

Uifferent antenna gains are allowed far each regulatory
domain or country. It is the Installer’s rasponsibility to check
local regulations.

Application Example

Both UniFi AC Mesh models provide wireless -

overage for a street fair in a city plaza.




rdware Overview
: UAP-AC-M

AC-M provides simultaneous, dual-band,

technology and is available in single- and
.

Form Factor The UAP-AC-M discreetly
€5 into any environment.

: Resistant Enclosure The UAP-AC-M can be
% doors or outdoors.

: Mounting The UAP-AC-M can be mounted
'@ wall pole, or fast-mount of an optional Ubiquiti®
in antenna2. (All accessories are included.)

Power Options The UAP-

3af PoE Alternative A and 24V passive PoE. You
#awer it with the included Gigabit PoE adapter or an

switch, such as the Unif;

AC-M is compatible

se the incdluded omni antennas, or

“Mount adapter to install the AP on
SEnonal connectorized antenna’ for expanded range

and customized pattern shaping

Fwcack o2 not ship with PoE adapters; we
N A% vt the Unifi PoE Switch instead.

Dfewers arenr; 34ins are allowed for each regulatory domain or
Smaney. i3 the custaller's responsibility to check jocal regulations,

recommend pawering the

Application Example

.

antennas.”

TR
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Hardware Overview

Model: UAP-AC-M-PRO

The UAP-AC-M-PRO provides simultaneous, dual-band,
3x3 MIMO technology and is available in single- and
five-packs*,

Weather-Resistant Form Factor The enciosure of the
UAP-AC-M-PRO is designed to withstand the elements,
making it ideal for outdoor deployment.

Powerful Coverage Built-in dual-band omnidirectional
antennas deliver expanded range coverage outdoors.

Mounting Flexibility The UAP-AC-M-PRO can be
mounted on a wall or pole. (All accessories are included.)

Dual Gigabit Ethernet Ports The primary port is for data
and PoE; the secondary port is for bridging.

Multiple Power Options You can power the UAP-AC-M-
PRO with an 802.3af compatible switch, UniFi PoE Switch,
or the included Gigabit PoE adapter*,

" Five-packs do not ship with PoE adapters; we recommend powering the
UniFi APs with the UniFi PoE Switch instead.

Application Example

The UniFi AC M Pro APs cover the quad and park on a university campus.




ong Interface

S

Method

er Supply
Powser Save

Maximum Power Consumption

Maximum TX Power
24 GHz
5GHz

Antennas

24 GHz

5GHz |
Wi-Fi Standards
Wireless Security
BSSID
Mounting
Operating Temperature
Operating Humidity
Certifications

Bdvanced QoS
st Traffic Isolation

micurrent Clients

\C-M Specifications

UAP-AC-M

353x46x344mm (13.9x 1.81x 1.35"
152 g (5.36 oz) with Antennas

(1) 10/100/1000 Ethernet Port

Reset

24V Passive PoE (Pairs 4, 5+: 7, 8 Return);
802.3af Alternative A (Pairs 1, 2+; 3, 6 Return)
(Supported Voltage Range: 44 to 57VDC)

24V, 0.5A Gigabit PoE Adapter®
Supported
8.5w

20 dBm
20dBm

(2) External Dual-Band Omni Antennas
3 dBi
4 dBi

802.11 a/b/g/n/r/kiv/ac

WEP, WPA-PSK, WPA-Enterprise (WPA/WPA2, TKIP/AES)
Up to 8 per Radio

Wall/Pole/Fast-Mount (Kits Included)

-30t0 70°C(-22to 158°F)

5 te 95% Noncondensing

CE FCC, IC

Ondy the single-gusch of the UAR-ACM mciudes & Fof adapte

Advanced Traffic Management

802.10

Per-User Rate Limiting

Supported

Voice, Video, Best Effort, and Background
250+

Supported Data Rates (Mbps)
Data Rates
6.5 Mbps to 867 Mbps (MCS0 - MCS9 NSS1/2, VHT 20/40/80)
6.5 Mbps to 300 Mbps (MCS0 - MCS15, HT 20/40)
6,9 12,18, 24, 36, 48, 54 Mbps
6,9.12, 18, 24,36, 48, 54 Mbps
1,2,5.5, 11 Mbps




